
STANDARD OF REFERENCE: EN 60335-1 - EN 50106 

2011/65/UE - 2015/863/UE - RoHS3 

WORKING ENVIRONMENT· AIR 
MINIMUM WORKING TEMP ERA TURE - 40'C 
MAXIMUM WORKING TEMPERATURE· + 180°C 
THERMAL CONTROL / SAFETY THERMOSTAT: RECOMMENDED 

SUPPL Y VOL TAGE: AC / DC'to be verified for thermal controls 

FREQUENCY 50/60 Hz (AC) 
SUPPLY VOL TAGE TOLERANCE: ±10% 

A 

ELEMENT IP DEGREE IP64 

HEATING ZONE 

30±5 

G 

SILICONE +SILICONE 
05,5±0,2mm +METAL BRAID 

COLD PART 
MARK 

I MARKING: DATE-BATCH NUMBER-L&S- part n°-VOLT-WATT-GE 

03 MAC-AUT03-3-E2-UV 230 75 ±10% 25 3000±30 4800±60 
02 MAC-AUT03-2-E2-UV 230 50 ±10% 25 2000±20 3800±50 
01 MAC-AUT03-1,5-E2-UV 230 75 ±10% 50 1500±15 3300±45 

Pos. Part no. VOLT WATT (20 ° C) W/m A[mm] B[mm] 

B 

300±10 
COLD ZONE 

THERMOSTAT 
° ° 

1500±20 
SILICONE CABLE 3x0,75mm2 

50±5 HEAT SHRINK SLEEVE l 
L=50±5mm 

_
---1 i MARKING i E

DOUBLE WALL HEAT 
SHRINK SLEEVE L=100±5mm 


